
Hunter Irrigation controller
stainless steel 9VDC white/blue
type XC-Hybrid Outdoor 1200-
SS 12 stations (7032844)



TECHNICAL SPECIFICATIONS
Colour white/blue

Type XC-Hybrid Outdoor

Voltage 9VDC

Material stainless steel

Type 1200-SS

Height 250 mm

Number of Stations 12

IP value IP24

PRODUCT INFORMATION
The XC Hybrid Controller delivers extensive power without the plug. Built with efficient water
management features, the XC Hybrid operates DC-latching solenoids using solar energy,
ambient light or battery power. XC Hybrid can also be powered with a 24VAC plug-in adapter
using DC-latching solenoids. Ready for both indoor or outdoor installations, the XC Hybrid is
available in 6- and 12-station plastic or stainless steel models meaning it’s the right solution for a
wide range of residential and commercial applications including residential areas, parks,
gardens, roadway medians, and roundabouts. With Easy Retrieve™ memory backup and on-
board, non-volatile memory, you’ve got the assurance to recall all of the controller’s watering
programs.

Number of stations: 6 or 12

3 power options: ambient-light-compatible solar panel, battery, or AC power

Stainless steel enclosure protects against vandalism

3 programs with 4 start times each and up to 4-hour run times



Suspend irrigation up to 99 days during the off-season

Easy Retrieve™ memory backs up the full irrigation schedule

Delay between stations for slow-closing valves or pump recharge

Seasonal adjustment for quicker schedule adjustments without changing run times

Solar panel provides maintenance-free operation

Mounts to flat surfaces or steel posts
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