
Hunter Irrigation controller
plastic 24VAC white type Pro-
HC Outdoor 2401-E 24 stations
(7032864)



TECHNICAL SPECIFICATIONS
Colour white

Type Pro-HC Outdoor

Material plastic

Voltage 24VAC

Height 228 mm

IP value IP44

Type 2401-E

Number of Stations 24

PRODUCT INFORMATION
Manage this durable outdoor irrigation controller with Hydrawise web-based software from
anywhere worldwide using your smart device or web browser. Predictive watering adjusts
schedules based on temperature forecast, rainfall probability, wind and humidity to provide
maximum water savings while keeping your clients’ landscape healthy and beautiful. Add a
simple-to-install flow meter and set up automatic notifications to alert you of broken pipes or
sprinklers.

Number of stations: 6, 12, or 24

Standard programming option allows for 6 independent irrigation programs and 6 start times

per program

Advanced programming option provides station-based programming with up to 6 total start

times available

2 sensor inputs available for use with any Clik sensor and HC Flow Meter

1 P/MV output for pump start relay and master valve activation



Wi-Fi enabled for quick connection to Hydrawise software

2¾" full-colour touchscreen display for simple programming at the control panel

Built-in milliamp sensor for wire fault detection and alerts
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