
Norsup UV-C disinfection unit
stainless steel 316L 50/63 mm
x 1 1/2" glue socket/glue spigot
x female thread 2bar type
Supernova 80W (7038700)



TECHNICAL SPECIFICATIONS
Type Supernova

Material stainless steel 316L

Connection glue socket/glue spigot x female thread

Pressure 2 bar

Capacity Qmax 16 m³/h

Flow rate 16 30mJ/cm2

Size 50/63 mm x 1 1/2"

Max. pool vol. 65 m³

PRODUCT INFORMATION
Norsup Supernova UV disinfection system provides clean, fresh and clear water in an efficient
and environmentally friendly manner. Specially designed Duplex housing makes this UV
disinfection system suitable for all kinds of pools (Chlor based, salted based, Bio pools etc)
Norsup has chosen the Amalgam lamp to replace the traditional UV-C lamp in order to ensure a
higher, more stable UV-output.

Features:

• Provides fresh, clean and clear water

• Efficiently and safely disinfects water

• Amalgam lamp instead of traditional UV-C lamp for 120W model

• Flow switch included for 130W model



• Duplex housing suitable for Chlor pool, salt water pool & Bio pools

• rotects your pool against pathogenic organisms

• Keeps the formation of mould, bacteria and algae under control

• Can reduce the use of chlorine and other chemicals by up to 80%

• revents chlorine smell and irritation of skin and eyes

• Better for the environment than traditional methods

• Has an electronic ballast for an even power supply

• Straightforward installation and maintenance

• Earthed

Two way installation options for easy installation
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